
Product name Product n:o

Declaration of Conformity
Kemppi Oy (Kempinkatu 1, 15810 Lahti, Finland) declare under their sole responsibility that the product detailed 
complies with the essential health and safety requirements stated in Regulation (EU 2016/425) of the European 
parliament and of the council, and Directive 2011/65/EU on the restriction of the use of certain hazardous 
substances in electrical and electronic equipment.

Kemppi Oy
Kempinkatu 1, P.O. Box 13, 15801 Lahti, Finland
VAT Reg. FI20518261, www.kemppi.com

Ville Vuori
Chief Executive Officer

The above mentioned product(s) are in conformity with the following harmonized standards.

EN 166: 2001 Personal eye-protectionprotection – Filters for welding and related 
techniques – Transmittance requirements and recommended utilisation
– Designation: Scale (shade) number 8 to 14 according to the marking. 
– Identification: “Scale number XX” DS 1 CE

EC Type test certificates: 12112-PZA-05, 042-MPA-962.

The above mentioned products are intended to be used in an appropriate welding helmet according to “EN 175: 1997 
Personal protection. Equipment for eye and face protection during welding and allied processes” together with a 
relevant cover plate(s) (ocular(s)), minimum class “1 S”.

Description: Welding filters, tempered glass
Naming policy: “Hitsauslasi” means welding glass (filter), DIN XX = shade number, size height X width in mm.

HITSAUSLASI DIN 8 60X110 9873161
HITSAUSLASI DIN 9 60X110 9873171
HITSAUSLASI DIN 10 60X110 9873181
HITSAUSLASI DIN 11 60X110 9873191
HITSAUSLASI DIN 12 60X110 9873202
HITSAUSLASI DIN 13 60X110 9873211
HITSAUSLASI DIN 8 90X110 9873241
HITSAUSLASI DIN 9 90X110 9873242
HITSAUSLASI DIN 10 90X110 9873243
HITSAUSLASI DIN 11 90X110 9873244
HITSAUSLASI DIN 12 90X110 9873245
HITSAUSLASI DIN 13 90X110 9873246

Lahti 14.11.2022



Product name Product n:o

UK Declaration of Conformity
Kemppi Oy (Kempinkatu 1, 15810 Lahti, Finland) declare under their sole responsibility that the product detailed 
complies with the essential health and safety requirements stated in Regulation 2016/425 on personal protective 
equipment as brought into UK law and amended.

Kemppi Oy
Kempinkatu 1, P.O. Box 13, 15801 Lahti, Finland
VAT Reg. FI20518261, www.kemppi.com

Michael Summers
Subsidiary Manager 
Kemppi UK

The above mentioned product(s) are in conformity with the following the following harmonized standards.

EN 166: 2001 Personal eye-protectionprotection – Filters for welding and related 
techniques – Transmittance requirements and recommended utilisation
– Designation: Scale (shade) number 8 to 14 according to the marking. 
– Identification: “Scale number XX” DS 1 CE

EC Type test certificates: 12112-PZA-05, 042-MPA-962.

The above mentioned products are intended to be used in an appropriate welding helmet according to “EN 175: 1997 
Personal protection. Equipment for eye and face protection during welding and allied processes” together with a 
relevant cover plate(s) (ocular(s)), minimum class “1 S”.

Description: Welding filters, tempered glass
Naming policy: “Hitsauslasi” means welding glass (filter), DIN XX = shade number, size height X width in mm.

HITSAUSLASI DIN 8 60X110 9873161
HITSAUSLASI DIN 9 60X110 9873171
HITSAUSLASI DIN 10 60X110 9873181
HITSAUSLASI DIN 11 60X110 9873191
HITSAUSLASI DIN 12 60X110 9873202
HITSAUSLASI DIN 13 60X110 9873211
HITSAUSLASI DIN 8 90X110 9873241
HITSAUSLASI DIN 9 90X110 9873242
HITSAUSLASI DIN 10 90X110 9873243
HITSAUSLASI DIN 11 90X110 9873244
HITSAUSLASI DIN 12 90X110 9873245
HITSAUSLASI DIN 13 90X110 9873246

Lahti 14.11.2022


